 Miami Township Fire & EMS

Training Division

Competency # : FF1-89  

Competency Name: Connect Supply Hoseline
Objectives: Provided a supply hose and a hydrant, demonstrate procedure for catching a hydrant. (Supplying an attack fire apparatus direct from hydrant)

References: IFSTA Essentials of Firefighting 4th Edition, Chapter 11

Equipment/Tools: At least 1 section 2 ½” or 3” fire hose, hydrant, hydrant wrench

	DID THE EMPLOYEE:
	CRITICAL STEP
	PASS
	FAIL

	1.
	Approaches the hydrant and loops the hose around the hydrant.
	X
	
	

	2.
	Places foot on the hose and signals the driver to proceed.
	
	
	

	3.
	Loosens the hydrant cap of the outlet facing the fire.
	
	
	

	4.
	Places the hydrant wrench on the operating unit.
	
	
	

	5.
	Removes the loosened hydrant cap.
	
	
	

	6.
	Opens hydrant to flush debris, closes hydrant.
	
	
	

	7.
	Attach hydrant gate valve to the unused outlet.
	X
	
	

	8.
	Removes the hose loop from the hydrant and connects it to the outlet facing the fire.
	X
	
	

	9.
	When signaled, slowly opens the hydrant by turning the operating nut with the hydrant wrench by turning 15-20 turns in a counter-clockwise direction until fully open.
	X
	
	

	10.
	Closes the hydrant.
	
	
	


